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Fixing accessories

ACCESSORIES

products group

• suitable on compact materials with CVB-CVD 
metal sleeves

• suitable on hollow materials with CVX-CVA-
CVH plastic sleeves

Example of applications for threaded bars with VF CE chemical resin capsules

Example of applications for threaded bars with chemical anchors and plastic/metal sleeves

• ideal for various applications
• the bars can be cut to size
• available also with nut and washer

• suitable for each applications with chemical 
anchors and mechanical anchors

51920
51921
51922
51924
51926
51928

VFA A4 M8 x 110
VFA A4 M10 x 130
VFA A4 M12 x 160
VFA A4 M16 x 190
VFA A4 M20 x 260
VFA A4 M24 x 300

M8
M10
M12
M16
M20
M24

10
12
14
18
24
28

Code Description Thread Ø hole mm
without sleeve

110
130
160
190
260
300

Stud 
length

5
7
8

12
14
14

Hexagonal 
thread mm

VFA INOX A4
A4 stainless steel anchor stud VFA hexagonal head with nut and washer

S

One driver tool in each box One driver tool in each box* *

Condition of ETA validity: use the threaded bars together with VORPA VF CE Resin capsules

ETAG 001-05
M8-M30 threaded bars for non 
cracked concrete

ETAG 001-05
M8-M30  threaded bars for non 
cracked concrete

*

2920
2921
2922
2924
2925
2926
2956

VFM M8 x 110
VFM M10 x 130
VFM M12 x 160
VFM M16 x 190
VFM M20 x 260
VFM M24 x 300
VFM M30 x 380

M8
M10
M12
M16
M20
M24
M30

10
12
14
18
22
26
32

Code Description Thread Ø hole mm
without sleeve

110
130
160
190
260
300
380

Stud 
length

80
90

110
125
170
210
275

Min hole 
depth mm

VFM
5.8 steel anchor stud VFM hexagonal head with nut and washer

Threaded bars

installation sequence

product code and technical data

INOXA4
316 5.8

Clean the hole before the installation

Performance based on clean holes

Application on hollow material with CVA plastic 
perforated sleeve

Application on hollow material with CVH steel 
perforated sleeve

Application on compact material with 
CVD steel sleeve

Application on hollow material with CVX plastic 
perforated sleeve
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product code and technical data

Code Description Thread Ø hole mm
without sleeve

Stud
length

VFG
Steel anchor stud VFG with nut and washer

Code Description Thread Ø hole mm
without sleeve

9922
9924
9926
9928
9956

VFG 8.8 M12 x 160
VFG 8.8 M16 x 190
VFG 8.8 M20 x 260
VFG 8.8 M24 x 300
VFG 8.8 M30 x 380

M12
M16
M20
M24
M30

14
18
24
28
40

160
190
260
300
380

Stud
length

VFG 8.8
8.8 steel anchor stud VFG with nut and washer

ZINCATO CALDO
HOT DIP COATING

58025
58026
58027
58028
58029
58030

VFG ZC M10 x 130
VFG ZC M12 x 160
VFG ZC M16 x 190
VFG ZC M20 x 260
VFG ZC M24 x 300
VFG ZC M30 x 360

M10
M12
M16
M20
M24
M30

12
14
18
24
28
40

Code Description Thread Ø hole mm
without sleeve

130
160
190
260
300
360

Stud
length

VFG ZC
hot dipped galvanized steel anchor stud VFG ZC with nut and washer

8.8

Condition of ETA validity: use the threaded bars together with VORPA VF 
CE Resin capsules*

One driver tool in each box*
ETAG 001-05
M8-M30  threaded bars for non 
cracked concrete

Fixing accessories

ACCESSORIES

Code CodeDescription DescriptionThread ThreadØ hole mm
without sleeve

Ø hole mm
without sleeve

Stud
length

Stud
length

911
916

51226
912
917

51232
918

52313
919

52268
52263
2918

52231
52518
52582
52607

9401
9402
9403
9404
9405
9406
3922

51178
51227
51229
53419
51253
51264
52014
52016
50286

CVM M8 x 75
CVM M8 x 100
CVM M8 x 150
CVM M10 x 95
CVM M10 x 110
CVM M10 x 130
CVM M10 x 140
CVM M10 x 250
CVM M12 x 115
CVM M12 x 150
CVM M12 x 165
CVM M12 x 200
CVM M12 x 250
CVM M16 x 200
CVM M16 x 300
CVM M16 x 350

CVM INOX A2 10x100
CVM INOX A2 10x110
CVM INOX A2 10x130
CVM INOX A2 10x140
CVM INOX A2 10x200
CVM INOX A2 10x250
CVM INOX A2 12x160
CVM INOX A2 12x170
CVM INOX A2 12x200
CVM INOX A2 12x230
CVM INOX A2 12x260
CVM INOX A2 16x200
CVM INOX A2 16x300
CVM INOX A2 16x350
CVM INOX A2 20x260
CVM INOX A2 20x350

M8

M8
M10
M10
M10
M10
M10
M12
M12
M12
M12
M12
M16
M16
M16

M10
M10
M10
M!0
M10
M10
M12
M12
M12
M12
M12
M16
M16
M16
M20
M20

10
10
10
12
12
12
12
12
14
14
14
14
14
18
18
18

12
12
12
12
12
12
14
14
14
14
14
18
18
18
24
24

75
100
150

95
110
130
140
250
115
150
165
200
250
200
300
350

100
110
130
140
200
250
160
170
200
230
260
200
300
350
260
350

921
930753
90047

922
53413
50195

930091
1936
1934
1935
924

3925
930093
24532

926
51257
1000
928
956

VFG  M10x130
VFG  M10x170
VFG  M10x250
VFG  M12x160
VFG  M12x180
VFG  M12x210
VFG  M12x260
VFG  M12x300
VFG  M14x170
VFG  M16x150
VFG  M16x190
VFG  M16x250
VFG  M16x300
VFG  M16x380
VFG  M20x260
VFG  M20x350
VFG  M22x330
VFG  M24x300
VFG  M30x380

M10
M10
M10
M12
M12
M12
M12
M12
M14
M16
M16
M16
M16
M16
M20
M20
M22
M24
M30

12
12
12
14
14
14
14
14
16
18
18
18
18
18
24
24
26
28
40

130
170
250
160
180
210
260
300
170
150
190
250
300
380
260
350
330
300
380

CVM
Steel anchor stud CVM with nut and washer

CVM INOX A2
A2 stainless steel anchor stud CVM with nut and washer

INOXA2
304

M8
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product code and technical data

1020
1021
1022
1023
1026
1024
1027
1025
1034
1035
1052
1053

8
10
12
14
16
18
22
24
26
28
32
40

Code Thread Ø hole mm
without sleeve

4.8 threaded bar cm 100

 M 6
 M 8
 M 10
 M 12
 M 14
 M 16
 M 18
 M 20
 M 22
 M 24
 M 27
 M 30

Description

M 6x1000
M 8x1000
M 10x1000
M 12x1000
M 14x1000
M 16x1000
M 18x1000
M 20x1000
M 22x1000
M 24x1000
M 27x1000
M 30x1000

Length cm

100
100
100
100
100
100
100
100
100
100
100
100

90462
90463
90464
90490
90485
90484
90488
90489

10
12
14
16
18
24
28
32

Code Thread Ø hole mm
without sleeve

8.8 threaded bar cm 100

 M 8
 M 10
 M 12
 M 14
 M 16
 M 20
 M 24
 M 27

Description

M 8x1000
M 10x1000
M 12x1000
M 14x1000
M 16x1000
M 20x1000
M 24x1000
M 27x1000

Length cm

100
100
100
100
100
100
100
100

50167
50173
50174
50175
50055

8
10
12
14
18

Code Thread Ø hole mm
without sleeve

4.8 threaded bar cm 300

 M 6
 M 8
 M 10
 M 12
 M 16

Description

M 6x3000
M 8x3000
M 10x3000
M 12x3000
M 16x3000

Length cm

300
300
300
300
300

4060
4061
4062
4063
4065

8
10
12
14
18

Code Thread Ø hole mm
without sleeve

A2 stainless steel threaded bar cm 100

 M 6
 M 8
 M 10
 M 12
 M 16

Description

M 6x1000
M 8x1000
M 10x1000
M 12x1000
M 16x1000

Length cm

100
100
100
100
100

DIN 975

DIN 975 100 DIN 975

DIN 975

8.84.8

4.8 INOXA2
304

Fixing accessories

ACCESSORIES

4069
4068
4076
4067
4078

10
12
14
18
24

Code Thread Ø hole mm
without sleeve

A4 stainless steel threaded bar cm 100

 M 8
 M 10
 M 12
 M 16
 M 20

Description

M 8x1000
M 10x1000
M 12x1000
M 16x1000
M 20x1000

Length cm

100
100
100
100
100

100 DIN 975

INOXA4
316

945
946

947A
949
951
953
954
955

M8
M10
M12
M16
M20
M24
M27
M30

Code Internal thread 
S mm

DRIVER TOOL
S

VFG M 8
VFG M 10
VFG M 12
VFG M 16
VFG M 20
VFG M 24
VFG M 27
VFG M 30

Description

8
10
10
13
13
13
13
13

Ø tang mm


